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NATIONAL ADVISORY CO~ AERONAUTICS

TECHNICAL NOTE NO. 1501

ON THE INTERPRETATION OF COMKCNEO TORSION

TENSION TESTS OF THIN-WAIL TUBES

By W. Prager

General ways of testing thin-wall tubes under ccmibinedtension and
torsion as a means of checking the various theories of plasticity are
discussed. Suggestions also are given for the,i@@rpretation of the
tests.

INTRODUCTION

●

✎ “ Combined torsion and tension (or compression) of thin-wall tties
constitutes one of the few testing arrangements in which a fairly general
state of uniform stress can be realized without too great experimental

. difficulties. It is not surprising, therefore, that this arrangement
has been frequently used to check the various theories of plasticity.
(See, for instance, references 1 to 5.) Unfortunately, such combined
tension and torsion tests are often conducted so as to keep the ratio
of axial load and torque constant during any one test. In this case,
the directions of the principal s~esses as well as the ratios of their
intensities are preserved during the plastic deformation, and various
theories of plasticity furnish identical predictions. Tests of this
particular type therefore do not provide a check of these theories.

In the present peper, more general ways of testing thin-wall tubes
under cambined tension and torsion are discussed, and suggestion are
given for the interpretation of such tests.

—
—

~ORIES OF l?LA3!?ICDEFCFUWYCIONAND PLASSIC FLOW

b the mathematical theory of plasticiQ two kinds of stress-strain
8 relations are currently used tm describe the mechanical behavior of

quasi-isotropicmetals in the slrain-hardenti~ranqe. ~ this paper,
the theories of these two ~oups are calJ.edtheories of plastic deformation

. and theories of plastic flow, following an apt pro~osal of A. A. Qyushin
(reference 6) . A recent paper by G. H. Haudelman, C. C. Lin, and W. Prager
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(reference 7) contains a detailed d,iscuasionof the general stress-strain
relatlons of these theories; the present discussion can therefore be
restricted to the special case of combined temion end torsion of thin-
wsll tubes.

The stress-strainrelation of a theory tiplaatic deformation
establishes a one-to-one correspondence between the instantaneous states
of stress and strain. The stress-strain relation of a theory of plastic
flow, on the other hand, establishes a one-to-one cozzrespondencebetween
the infinitestial increments of s-&ess and strain when the instantaneous
state of’stress is known. A stress-stiati relatim of this kind will
therefore contain the instantaneous stress components in addition to
the differentials of the cciqonents of slxess and strain; ft must, of
course, be homogeneous in these differentials, and if there is to be
a one-to-one correspondencebetween the differentials of stress and
strain, the sla?ess-strajnrelation must be linear in these Mff’erenti~s.
It is often convenient b avoid differentials%y replaclng them by the
first derivatives of the components of stress and slrain with respect to
time. When written in this form, the stress-strati relations of the
theories of plastic flow appear as linear forms in the time rates of--
change of stress and strain with coefficients which depend on the
instantaneous stress. It Is important to remark, however, that these
stress-strain relations do not represent any viscosity effects in spite
of tie appearance of the rates of sbess end stialn. In fact, since
these rates appear in a homogeneous form, the relation between stresses
and stra~ns Is not affected by an arbitrary dlstortkm of the time
scale; accordingly, time enters only as a parameter which is convenient
for the d~tailed description of the loading process. H &e loa~
applied to Ia plastic body vary in such a manner that-there is at least
one load which always varies when the other loads very, the intensity
of this load may be used as a measure of Mine.

b —.
.

.

If the stress-strain relations of a theory of plastic deformation
are differentiated with respect to time, the resulting relations till
also be lin(3ar and homogeneous in the time derivatives of stress and
st?nin, and hence resemble the stress-strain relathns of the tkeory of
plastic flow. However, the stress-strain relations oltained in this
manner, whilLeinvolving the the derivatives of stress and strain, can
be integrated with respect to time. The stress-strain relations of the
theories of plastic flow, on the other h~d, me not-supposed ~ be
integrc+blein this manner.

DEVIATIONS (3?STRESS AND SYRAIN - PUKERS

AND INVARIANIY3(3?THE STRESS

the following discussion, the symbols

mean radius of-ttiulsr test spectien

rmv’IATIoN

exe defined as

-—

8

,-



NACA TN

,

w

.
P

T

c1

T

6

7,7*

e

7

No. 1X1

wall thickness

axial force

torque

of test specimen

axial stress (P/21cRw)

sheering stress (T/2Y&)

unit extension in exkl direction

unit contractions in circumferential and
radial directions, respectively

angle of twist per unit

sheering strain (R8/2)

For convenience, the exial force

length

P and the SSCLal.stress a are ass~ed
to represent tension in the present paper. 13 the case of compression,
the signs of P end a must be changed h all formulas. Also, contrary.
to present engineering practfce, the shear- strain is def~.nedherein
as R~,/2 rather W= Re . This is necessary if unduly complicated
formulas ere to be avoided..

With the symbols as deftned, the tensors of stress and strain are
given by

(1)

The meen nozmal stress equals a/3, and the mean normal strain,

+ -q-q*).
-.

The deviations of stress and strain are obtained by subtracting a~ts
-d (e-q- q*)I~3, from the tensors of stress and strain, respectively,
where

H

100
* ~=olo [2;

* 001
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(3)

and

[1
%J/3 T o

~. T -6/3 o {

o 0 -u/3

[

(26 + ~ + q*)/3 7 0

g. 7 -(e +211 - q*)/3 o

1

(4)

o 0 - (c- q +2~*)/3

are the deviations of stress and strain. In tie present Taper, underscor~
is used tc indicate tensors.

The square of the stress deviation is obtainedby squaring equation (3):

~14a29+T2

—
f+ “’/3

similarly,

EP=

1 0

8U3/27 + U?

a#/3 + $

0

OT/3 o

1 .
8/9+$ o

0 2/9
.

(5)

aa3 + # c

-@3/27 o 1 (6)

o -a3/27

As is well known. the &aces of the tensors & and E3 (i.e., the
sums c& th(9 terms in he principal diagmels) are independent of the
particular Cartesian coordhate system to which these tensors may be
referred. It will be convenient ta define as th second- and th~rd-

$order invarhntm of ~ one-half the trace of _ end one-third the
trace of ~33

.- , respectively:

Inspection of equations (3), (5), (6) , (7), and (8) shows that

~3=m_+Iq

(7)

(8)

(9)

w

.

—
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the special form which tie Hamilton-Cayley theorem (reference 8)
for the stress deviation. Because of this relation, the third
higher powers of ~ can be expressed in terms of ~, ~, 8nd

mowers of &e invariant J andK. as is seen by Inultid.yingequation (9)
~epeatedly by ~ and using equati& (9) to redu&e the ri-@t=ha& sides
of the resulting equations.

REVERSIBLE Arm IwRMmmm S’rRAIm - LOADING m UNLOADING

The thmries of plastic defomnation as welJ as those of plastic
flow assume the total sla?ainb be the sum of a reversible and a
permanent camponent, often called elastic and plastic stiains. Within
the elastic range, the yermment strains vtish md au s~ains me
reversible. Once the elastic limit has been exceeded, complete unloading
of.a test specimen, which has been under a state of homogeneous stress,
will ~eveal the yermanent or plastic strain associated with this state
of stress. That component of strain which disappears during the unloading
process is the reversible or elastic strain.

It is’generally assumed that each of these two components of slrain
is related to the stiess in a manner %!hichdoes not involve the other .
component. ~ particular, the reversible stmain is assumed to be related
to the stress by means of the generalized law of Hooke. hkmeover, it
is generelly assumed that all changes of volume are cc&pletely reversible,
so that the permanent strain involves a change of shape but no chenge
of volume.

h the folloting dis~ussion, reversible and pezmenent strains will
be indicated by ‘ and respectively. The assumptions just stated
are then expressed by the $ollowi~ equations:

E’=IIJ

1

D. a

~f =q*’

?= Uoc

“ %#Do

y’ =T/%o

~ “
+ ~*1 w ~“ (n)

where Eo, Go, and V. denote the values of Young’s modulus, she=

modulus, and Poisson’s ratio in the elastic range. Since

E. =~o(l +Uo) (12)

(lo)
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mbstituti+m of equation (10) into equation (4) end cunparison with
equation (3) yieli

The permanent strain

g’ - SJ2G0 (13)

is therefore given by

g“=g-~’

-lJ-s@Go (14)

Reference to equations (3) end (4) shows equation (14) to yield only three
independent scalar equations. Together ~th ec#mkkn (11), th:se three
equations permit the permanent strains 6 , q , q*”, end 7 to be
ccmputed fmm the measured total strains G) % V*S 7 ~d the
6tret3ee8 IS and T; they are

2a6“ =_42~+ ? + W) - WO

end

T7“.7--
2G~

(15)

●

.—

.

(16)
.

.—

(17)

Before specffio stmess-strainrelations cm be femulated, a
criterion f= loading end unloading must be adopted. In the case of
simple tension or ccmpressicm, loading corresponds h an increase in (32
end unloading, to a decrease. For the more general states of stress
considered.herein, It will be aseuned that loading comesponds to an
increase of the imerient J (equation (1’))end unloading, ti a decrease.
Thus, for loading,

g aa+T+>o (m)
3

end for unloading,

& a~~T~<O (19)
3

where the dots denote differentiationwith respect to the.

●

✍✎ ✎✝
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Discussing theories of plastic deformatiau, W. Trager (reference 9)
established the most general stress-strain relation which is compatible
with certain shple postulates. A useful transformation of this stress-
strain relation is found in section ~ of reference 7. With

a

.

and

thi8

a = l&/J3

‘=%P-%)

stress-strain relation may be written W the fcmm

(20)

(21)

z@’ = f(J,a) [~ + PMZ] (22)

For conibined tension and torsion of thin-wall.tubes, equation (22)
may be further tien8fomed as follows. Accord3ng to equaticm (20),

~ = #(2# + g#)2

27(F + 2T2)3

. $(2$ + 9)2 (23)
27(P2 + 3)3

where

Moreover,

f) = U/T

T’& fUIICtiOn f(J,a) can *refOrO be considered as a f~CtiOn of T

and p:

(24)

(25)

f(J,m) =~(T,~) (26)

Similerly, the function ~(u) ca be considered as a function of p:

Md = V(p) (27)
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Equation (22) may thus be written In the form:

where

~%% + 1/3

~= TP(2# +9) P/3
3(P2 + 3)2

o
L

The functions q and Y can be
during each of which the v~ue ,laP p
equation (28), the ratio 6 /7 till
these tests:

.P/3 o 1

(28)

o 1- P2/9 - 2/3

determined by a series of teats
is kept-constant. According to
r~ constant during each of

~ -@(p2 + 3)2 + 3P(2P2 -I-9)(2P2/9 + 1/3) Y(P)

9(P2 + 3)2 + p2(2P2
(30)

7 + 9) *(P)

Each observed value of e‘t/y’*comesponding to a certain value of p
therefore furnishes the value of ~ for this value of p.

After ~(p) has been obtained, the function ~(T,o) cSn be
det- ned.from the shear camponent of equatfon (22):

2Goy“

[

222+9)
— = g(T$P) l+$(p)p(p

T 9(p2 + 3)2
1

(31)

The bracketed term on the right-hand side of’this equation depends only
and.thus remains constant during each of the aforementioned tests.

~gr~ph of the fUnCtiOn Q(T , p) for the pnrticuler value of o which Is
maintained.constant durhg the test 1S therefore obtained by plotting

dT, D) =
18G07’’(p2+ 3)2

T[9(p2 + 3)2 + p2(2P2 + 9) Y(P)]

-.

(32)

.

.

against ~. Here, 7” nuzstbe cmrputed from the observed shearing
strain 7 in accordance with equation (17).

As regards
strain relation

If 9(T,P) ~

the theories cxFp@stic flow, the d~f erential stress- a
which is analogous to equation (23) has the form

so that equations (28) and ‘?ven, the function O (T, p) can be determined
33) predict tk sme Echanical behavior for
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any lX3St durhg which p IS kept C~t~t. tiing such a teSt, u = pT,
and hence.

dS=QdT

= u aT/T

~ . g dT/T

m_ . ~ dT/T

dJ = 2J dT/T1
Equation (28) thus yields

while equation (33) furnishes

2Go#A@+(s+*z)dT

On account of equation (25),

.
Q-

cagywiscn of equations (35) end (36)

3 (~+i)

(34)

(35)

(36)

yields

(37)
2T(pz + 3) \dT T]

suGGEs!i!ED 17Es’I

H the functions O and lp are related to each other by means
of equation (37), the stress-strati relations,equations (28) and (33),
furn4sh the same prediction for any test during which p is kept
constant. A decisicm between the theories of plastic deformaticm and
plastic flow therefore requires more general tests during which -p is
allowed to ~. For mild steel with negligible strain hardening such
tests have been made by K. Hohenemser and W. Prager (reference 3) ; for
materials with pronounced strati hardening, however, systematic tests of
this kind do not seem to have been carried out as yet. A possible
method by which these tests could be carried out is @ven In the following
discussion.

a A decisive difference between the two ldnds of theory of plastic
action is revealed fn a test in which simple torsion is followed by
tension during which the lxx?queis maintained constant. At the instant

. of beginntig tension a = O and thereafter dT = O. Accordingly,

~=$(UdU+3~dT)=0 (38)
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at this inEtant, and equation (33) yields
.

@’ = () (39)

Accordi~ to the theories of plastic flow, the initial value of the
ratio du/dc should therefare equal Young’s modulus E. quite Independently
of the precise form of’the functions @ end V. According to the
theories OF plastic deformation, on the other hand,

Now, at the instant of beginning tension a = Cl,that 1s, o = O, and
thereafter d~ = O, that is, ~=dU/T. Thus, the following normal

ccmpnents in the direction of tie axis of the tube are obtained:

~)o

ds)$lci 1
!r)o

d+

~“ ) d.6”
/

Equation (40) yields then

(41)

9E0 dG” = q(7,0) (1 + Uo) [6 + t(o)] M (42)

has been replaced by its value from equation (lZ?).where Go __ Since

de’ = &/EC) and dc = d6’ + d.6”,

Similarly.

(43)

Since the f’unctione p d $ can be determined from the tests
described in the preceding section, the right-hand sides of .equatians (43)
end (44) can be ccmputed ae functions of T and cqnation (28) can be
checked by e~erinent.

Brown Univeralty .
Provid.ante,R. 1., March 26, 1947

—



NACA TN No. 1501

a

REFERENCES

u

-.

1. Lode, W.: Der Einfluss der mittleren Hauptspannung auf &s Fliessen
der Metalle. Forsch.-ArlI.Gob. ~ .-Wes.,VDI-Verlag G Ji.b.H.
(Berlin), Heft 303, 1928.

2. Taylor, G. 1., and Quimney, H.: The Plastic DistortIon o“fMews.
Phil. Trens. Roy. Sw. (London), ser. A, vol. 230, Nov. 13, 1931,
pp. 323-362.

3. Hohenemser, K., end Prager, W.: The Mechenics of the Plastic
Deformation of Mild Steel. R .T.P. Translation No. 2468,
Britlsh Ministry of Aircraft I&oduction. (l&cm Z.f.aJ4J4., Bd. 12,
Heft 1, Feb. 1932, ~. 1-14.)

4. Schmidt, R.: Ueber den Zueemmenhsng von Spannungen =d Formaenderungen
im Verfestigmgsgebiet. ~ .-Archiv,Bd.III, Heft 3, 1932, pp als

pp 215-235.

5. Nadai, A.,”end Davis, E. A.: Plastic Behavior of Metsls in the
Strain-Hardening Range. Parts I and II. Jour. Appl. Phys.,
vol. 8, no. 3, March 1937, pp. 205-217.

6. Ilyuehin, A. A.: Relation between the Theory of Saint Venent-Levy-
8 Misea and the Theory of SmeU Elastic-Plastic DeformatIons. Free

translation by Appl. Math. Group, Brown Univ., 1945, for the
David W. Taylor Model Basin, U.S. Navy. (lYam Prild. Mat. i Mekh.
(MOSCOW) , vol. 9, 1945, pp. 207-218.)

7. rode-j G. H., Lin, C. C., and Prager, W.: on the Mec~ic~
Behavior of Metals in the Strain-HardeningRange. Quarterly Appl.
Math., vol. IV, no. 4, Jan. 1947, pp. 397-407.

8. B&her, Maxime: Introductia to Higher Algebra. The Macmillam Co.,
1907, P. 296*

9. Prager, W..: Strain Hardening under Cabined Stresses. Jour. Appl.
Phys., vol. 16, no. 12, -C . 1945, ~p . 837-840.


